
CEILING CASSETTE TYPE AIR CONDITIONERS

INDOOR UNIT
MLZ-KA25VA MLZ-KA35VA MLZ-KA50VA
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English
OPERATING INSTRUCTIONS For user

• To use this unit correctly and safely, be sure to read this operating in-
structions before use.

BEDIENUNGSANLEITUNG For den Anwender

• Um diese Einheit richtig und sicher zu verwenden, unbedingt diese Be-
dienungsanleitung vor der Inbetriebnahme durchlesen.

NOTICE D’UTILISATION A l’attention des clients

• Pour avoir la certitude d’utiliser cet appareil correctement et en toute
sécurité, veuillez lire attentivement cette notice d’instructions avant de
mettre l’appareil en fonction.

BEDIENINGSINSTRUCTIES Voor de klant

• Om dit apparaat op de juiste manier en veilig te gebruiken, dient u eerst
deze gebruiksaanwijzing aandachtig door te lezen.

MANUAL DE INSTRUCCIONES Para los clientes

• Para emplear correctamente este aparato y por razones de seguridad
debe leer este manual de instrucciones de manejo antes de su utiliza-
ción.

LIBRETTO D’ISTRUZIONI Per gli utenti

• Per utilizzare correttamente quest’unità, leggere questo libretto d’istru-
zioni attentamente e per intero.

-

INSTRUÇÕES DE OPERAÇÃO Para o utilizador

instruções de operação antes da utilização.

BRUGSANVISNING Til kunden

• Læs denne brugsanvisning før brugen så korrekt og forsvarlig anven-
delse af klima-anlægget sikres.

BRUKSANVISNING För användaren

• För att använda enheten på rätt och säkert sätt ska denna bruksanvis-
ning läsas innan enheten tas i bruk.

-
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 WARNING
Do not connect the power cord to an intermediate point, use an extension cord, or connect multiple devices to a single AC outlet.
Make sure the power plug is free of dirt and insert it se-curely into the outlet.
Do not bundle, pull, or modify the power cord, and do not apply heat or place heavy objects on it.
Do not turn the breaker OFF/ON or disconnect/connect the power plug during operation.

Do not expose your body directly to cool air for a prolonged length of time.
The unit should not be installed, relocated, or repaired by the user.

air inlet or outlet.• This may cause injury, since the fan inside rotates at high 

Marks and their meanings
 WARNING :

In case of an abnormal condition (such as a burning smell), stop the air conditioner and disconnect the power plug or turn the breaker OFF.

When the air conditioner does not cool or heat, there is a possibility of refrigerant leakage. In this case, consult your dealer. If a repair involves recharging the unit with refrigerant, ask the service technician for details.

 CAUTION
indoor/outdoor unit.

Do not place other electric appliances or furniture under the indoor/outdoor unit.

Do not leave the unit on a damaged installation stand.

Meanings of symbols used in this manual

 : 

SAFETY PRECAUTIONS

CONTENTS

1233455567888
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Note:

 CAUTION
Do not step on an unstable bench to operate or clean the unit.
Do not pull the power cord.

Do not charge or disassemble the batteries, and do not 

Do not operate the unit for a long time at high humidity (80% RH or more), such as with a door or window left open.

Do not use the unit for special purposes, such as storing food, raising animals, growing plants, or preserving preci-sion devices or art objects.

Before cleaning the unit, switch it OFF and disconnect the power plug or turn the breaker OFF.• This may cause injury, since the fan inside rotates at high 
When the unit will be unused for a long time, disconnect the power plug or turn the breaker OFF.

Replace all batteries of the remote controller with new ones of the same type.

wash them thoroughly with clean water.

Ensure that the area is well-ventilated when the unit is oper-ated together with a combustion appliance.
Turn the breaker OFF when you hear thunder and there is a possibility of a lightning strike.
After the air conditioner is used for several seasons, per-form inspection and maintenance in addition to normal cleaning.

 WARNING
Consult your dealer for installing the air conditioner. 

Provide a dedicated power supply for the air conditioner.

 CAUTION
Earth the unit correctly.

Install an earth leakage breaker depending on the installa-tion location of the air conditioner (such as highly humid areas).

Ensure that the drain water is properly drained.

In case of an abnormal condition

SAFETY PRECAUTIONS

Do not operate switches with wet hands.
Do not clean the air conditioner with water or place an object 

Do not step on or place any object on the outdoor unit.

DISPOSAL

For installation
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RESET CLOCK

B e f o r e  o p e r a t i o n :

RESET CLOCK

Display section

receiving section

Remote controller 

holder

section

section

  Increase time  Decrease time

Outdoor unit

Installing the remote controller batteries Setting current time

NAME OF EACH PART

PREPARATION BEFORE OPERATION

1.

2.  Insert AAA
3.

1.

2.

4.

3. the time

Indoor unit Remote controller

Safety strings

90°
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AUTO mode (Auto changeover)

f r o m  t h e  s e t  t e m p e r a t u r e  f o r  m o r e  t h a n  1 5  m i n u tNote:

 COOL mode

 DRY mode

 m o
 HEAT mode

Op e r a t i o n  i n d i c a t o r  l a m p

Operation indicator lamp

I n d i c a t i o n R o o m  t e m p e r a t u r e
T h e  u n i t  i s  o p e r a t i n g  t o  r e a c h  t h e  s e t  t e m p e r a t u r e p e r a t u r e
i n g  t h e  s e t  t e m p e r a t u r e s e t  t e m p e r a t u r e

—

Emergency operation

When the remote controller cannot be used...
1

2

3  o r  

Auto restart function

w i t h t h e  r e m o t e  c o n t r o l l e r

I f  y o u  d o  n o t  w a n t  t o  u s e  t h i s  f u n c t i o n ,  p l e a s e  c o n s u l t  t h e  s e r v i c e  r e p r e -s e n t a t i v e  b e c a u s e  t h e  s e t t i n g  o f  t h e  u n i t  n e e d s  t o  b e  c h a n g e d .

Multi system operation

W a t e r  m a y  c o n d e n s e  w h e n  H EA T i s  o p e r a t e d  w i t h  o t h e r  u n i t s  w i t h i n  3  h o u r s  a f t e r  COOL/ D RY  o p e r a t i o n  i s  s t o p p e d .  To  p r e v e n t  w a t e r  c o n d e n s a t i o n ,  p e r f o r m  H EA T w i t h  t e m p e r a t u r e  s e t  t o  1 6 ° C f o r  a b o u t  3 0  m i n u t e s  a f t e r  COOL/ D RY  o p e r a t i o n .

SELECTING OPERATION MODES

S t o p

Note:
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FAN SPEED AND 
AIRFLOW DIRECTION ADJUSTMENT ECONO COOL OPERATION 

Airflow direction

 page 4  to start 

What is “ECONO COOL”?

1  or 
(ON timer) :  The unit turns ON at the set time.
(OFF timer) : The unit turns OFF at the set time.*  or  blinks.* Make sure that the current time is set correctly. 

2

3 or
Note:

 page 4 

TIMER OPERATION (ON/OFF TIMER)

this case, press 
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Intake grille

Instructions:

•

(Anti-Allergy Enzyme Filter, option)

• Clean every 3 months.

every year

• Clean every 2 weeks

CLEANING

Note:
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Even if these items are checked, when the unit does not recover from the trouble, stop using the air conditioner and consult your dealer.
Symptom Explanation & Check points

Indoor Unit

Mist is discharged from the air ture in the air inside the room, and it turns 

The operation is stopped for 

is turned on, though it isn’t 

 page 4 

Outdoor Unit  (Multi system)
When heating operation is • When operation is started during defrosting 

The fan of the outdoor unit does not rotate even though 

• In the heating operation, vapor generated 

Symptom Explanation & Check points
Remote controller

does not respond to the 
Does not cool or heat

• When the outside temperature is high, the 

The air from the indoor unit 

Sound

• This is the sound of refrigerant or condensed 

The sound of motor and 

In the following cases, stop using the air conditioner and consult your dealer.

WHEN YOU THINK THAT TROUBLE HAS OCCURRED



En-8

Installation place

Electrical work

If you have any questions, consult your dealer.

Model
Set name — — —
Indoor MLZ-KA25VA MLZ-KA35VA MLZ-KA50VA
Outdoor —  — —

Capacity — — — — — —
Input
Weight Indoor 15

Indoor
operating pressure

36/32/28 37/34/31 38/35/31 43/38/34

Model Indoor
Outdoor (MXZ)

8A140VA 5A100VA4A80VA
4A71VA3A54VA2A52VA2A40VA

— — —
— — —

—
—

Note:Guaranteed operating range

INSTALLATION PLACE AND 
ELECTRICAL WORK

SPECIFICATIONS

To prevent the effects 

ture distortion or 

1 m or more

Radio
phone or 
phone 3 m or more

1 m or more

the antenna of the affected device if operation of the air 

1

2

3

4

When using the air conditioner again:

1

2

3

WHEN THE AIR CONDITIONER IS NOT 
GOING TO BE USED FOR A LONG TIME



HEAD OFFICE: TOKYO BLDG., 2-7-3, MARUNOUCHI, CHIYODA-KU, TOKYO 100-8310, JAPAN
SG79Y888H01

This product is designed and intended for use in the residential, commercial and light-industrial environment.
The product at hand is based on the following EU regulations: • Low Voltage Directive 73/23/ EEC• Electromagnetic Compatibility Directive 89/336/ EEC


