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3 ENGLISH

SPECIFICATIONS

Model: M8103 M8104

Capacities Concrete 13 mm

Steel 13 mm

Wood 18 mm

No load speed 0 - 3,000 min
-1

Blows per minute 0 - 33,000 min
-1

Overall length 255 mm 258 mm

Net weight 1.8 kg 1.7 kg

Safety class
/II

without notice.

• Weight according to EPTA-Procedure 01/2003

and stone as well as for drilling without impact in wood, 
metal, ceramic and plastic.

the same voltage as indicated on the nameplate, and 

from sockets without earth wire.

The typical A-weighted noise level determined accord-
ing to EN60745:
Sound pressure level (LpA) : 90 dB(A)
Sound power level (LWA) : 101 dB (A)
Uncertainty (K) : 3 dB(A)

WARNING: 

-
mined according to EN60745:
Work mode: impact drilling into concrete

h,ID) : 19.5 m/s
2

Uncertainty (K) : 2.0 m/s
2

Work mode: drilling into metal

h,D) : 3.5 m/s
2

Uncertainty (K) : 1.5 m/s
2

NOTE:

another.

NOTE:

WARNING:
use of the power tool can differ from the declared 
emission value depending on the ways in which the 
tool is used.

WARNING: Be sure to identify safety measures 
-

account of all parts of the operating cycle such as 
the times when the tool is switched off and when it is 
running idle in addition to the trigger time).

For European countries only
Makita declares that the following Machine(s):
Designation of Machine: Hammer Drill
Model No./ Type: M8103, M8104
Conforms to the following European Directives: 
2006/42/EC
They are manufactured in accordance with the following 
standard or standardized documents: EN60745

Makita, Jan-Baptist Vinkstraat 2, 3070, Belgium
24.8.2015

Yasushi Fukaya
Director
Makita, Jan-Baptist Vinkstraat 2, 3070, Belgium

WARNING: 
Failure to follow the warnings and 
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4 ENGLISH

-

The term "power tool" in the warnings refers to your 

(cordless) power tool.

HAMMER DRILL SAFETY 

1.  

2. 

3. -

-

 Cutting accessory contacting 

power tool "live" and could give the operator an 
electric shock.

4. 

5. 

6. 

7. 

8. -

9. 
-

WARNING: 

FUNCTIONAL 

DESCRIPTION

CAUTION: 

WARNING: 
-

     Switch trigger 

To start the tool, simply pull the switch trigger. Tool 

trigger. Release the switch trigger to stop.

For continuous operation, pull the switch trigger, push 

To stop the tool from the locked position, pull the switch 
trigger fully, then release it.

CAUTION: -

CAUTION: 

CAUTION: 
 Changing the 

-
age the tool.

     Reversing switch lever

This tool has a reversing switch to change the direc-
tion of rotation. Move the reversing switch lever to the 

position  (A side) for clockwise rotation or to the posi-

tion  (B side) for counterclockwise rotation.

CAUTION: 

 If you operate the tool with the lever posi-

     Action mode changing lever

This tool has an action mode changing lever. For rota-
tion with hammering, slide the action mode changing 

lever to the right (

the action mode changing lever to the left (
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POZOR: -

POZOR: 

POZOR: 

POZOR: -

-

-

POZOR: 
-

UPOZORNENIE: 
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SPECIFIKACE

Model: M8103 M8104

Výkony Beton 13 mm

Ocel 13 mm

18 mm

0–3 000 min
-1

0–33 000 min
-1

255 mm 258 mm

Hmotnost netto 1,8 kg 1,7 kg

/II

• Hmotnost podle EPTA-Procedure 01/2003

EN60745:

pA): 90 dB(A)

WA): 101 dB (A)

VAROVÁNÍ: 

h, ID): 19,5 m/s
2

2

h,D): 3,5 m/s
2

2

POZNÁMKA:

POZNÁMKA:

-

VAROVÁNÍ: -

-

VAROVÁNÍ: -

2006/42/EC

na adrese:
Makita, Jan-Baptist Vinkstraat 2, 3070, Belgie
24.8.2015

Yasushi Fukaya

Makita, Jan-Baptist Vinkstraat 2, 3070, Belgie
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VAROVÁNÍ: 
-

1. 

sluchu.

2. 

3. 

-

elektrickým proudem.

4. -

-

5. 

6. 

7. -

8. 

9. 

-

VAROVÁNÍ: 

-

-

POPIS FUNKCÍ

 

VAROVÁNÍ: 

    

 

 

 

    

-

polohy -

 (strana 

 

    

-

-

).
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SESTAVENÍ

 

    
 Výstupek  Povolit 

-
-

 

Pro model M8103
    

povolte rukou.

Pro model M8104
     Prstenec

-

    

hlavou

-

POZNÁMKA:

 

-

-
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-

 
 

 -

 

-
-

lem 

-

vrtat.

 -

POZOR: 

-
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M8103 M8104

-1

-1

/II

-

-

pA

WA

 

h,ID
2

2

h,D
2

2

 -

 

-
-

-

2006/42/EC
-

24.8.2015
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 -

-

-

-

-
-

1. 

2. 
-

3. 

-

4. 

5. 

6. 

7. 

8. 

9. 

 
-

-

 

 -

-

    

-

-

 
-

-
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www.makita.com

Makita  Jan-Baptist Vinkstraat 2, 3070, Belgium

Makita Corporation  Anjo, Aichi, Japan
885477-971
EN, PL, HU, SK, 
CS, UK, RO, DE
20151021
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